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Ozone Generator A-S-GOKSF-5-05
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Generation of ozone occurs when the ozonator on high. The concentration of ozone at the outlet of the ozonator is measured in mg / l meter, built-in synthesizer. 
Synthesizer ozone is an automated device of continuous operation. Structurally synthesizer implemented in a single block, which comprises: Ozone Generator; high-frequency high-voltage power supply ozonator; timer for setting a specified time of procedure, the synthesizer and automatic shutdown after a specified time, an optical analyzer for ozone, 2-line LCD indicator for visual indication of operating mode , the consumption of oxygen, the scheduled time of procedure and the concentration of ozone. 
Specifications: 
- The concentration of ozone at the outlet of 0-50 mg / l; 
- Power consumption of the network is not more than 70 VA; 
- Voltage 220 V; 
- Weight of less than 3.5 kg; 
- Supply voltage frequency of 50 Hz; 
- The size of 228mm 216mm 76mm 

	1-20 unit
	20-50 unit
	50-100 unit
	100-150 unit
	150-200 unit

	2800€
	2700€
	2600€
	2500€
	2400€
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Ozone Gun

-Power consumption, W, 400
-Mains 50 Hz, 220 VA
-Dimensions, mm, 330x330x250
-Weight, kg. 8
-Output of ozone, mg / m, 10-12
-Performance of ozone, g / hr. at least 8
-Air flow, m3 / h at least 900
-Cultivated area, 300 m2
Purpose of ozone gun reception of ozono-air mixes with the set concentration of ozone.
Ozone is biologically active agent. Its strongest bactericidal and disinfectant properties are used for treatment and preventive maintenance of widespread diseases of the person and animal (including infectious). High concentration of ozone destruction of harmful flying insects is used for destruction of parasites, deducing of mice, rats.
Scope
Disinfection and deodorization of premises:
- In medicine (hospital chambers, operational, processing of linen, nutrition units and etc.);

- Processing of premises of public receptions, sports halls, libraries, children's and school establishments, public toilets, etc.

- In agriculture and animal industries: processing of cattle-breeding premises and integrated poultry farms for the purpose of preventive maintenance of distribution of various infections (including bird flu) and destructions of the harmful insects who are carriers of infections;
Processing of warehouse and vegetable holes for the purpose of clearing of air of viruses, bacteria, mould, and also for the purpose of destruction of mice, rats and flying insects;
The Scientific and technical description
The ozone gun represents the portable electric device including the electrogas-discharge reactor (ozonizer) through which by means of the fan atmospheric air is blown. Passing through category zone, atmospheric air is enriched by ozone, and on exit of ozone gun is had ozono-oxygen mix with the set concentration of ozone. The size of concentration of ozone in ozono-oxygen mix can be regulated at the expense of change of electric mode. Distinctive feature of the offered device is applications in ozonizer of electrodes of the special form. That allows to lower power inputs on ozone manufacture.
	1-20 unit
	20-50 unit
	50-100 unit
	100-150 unit
	150-200 unit

	2100€
	2000€
	1950€
	1900€
	1880€
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Portable ozone generator

Based on A-s-GOKSf-5-05.  Device is prodused as a portable unit with integral oxygen vessel, what allows use it in field-military conditions, in extreme situations and in particular medicine.

Designed to measure the concentration of ozone in gaseous and liquid media 
- Dimensions 250x220x110 mm 
- Weight 7 kg 
- Measuring range 0-50-99, 9 mg / l 
- Vessel capacity 2L

- Power supply 220V or accumulator 12V

Generation of ozone occurs when the ozonator on high. The concentration of ozone at the outlet of the ozonator is measured in mg / l meter, built-in synthesizer. 
Synthesizer ozone is an automated device of continuous operation. Structurally synthesizer implemented in a single block, which comprises: Ozone Generator; high-frequency high-voltage power supply ozonator; timer for setting a specified time of procedure, the synthesizer and automatic shutdown after a specified time, an optical analyzer for ozone, 2-line LCD indicator for visual indication of operating mode , the consumption of oxygen, the scheduled time of procedure and the concentration of ozone. 
Specifications: 
- The concentration of ozone at the outlet of 0-50 mg / l; 
- Power consumption of the network is not more than 70 VA; 
- Voltage 220 V; 
- Weight of less than 3.5 kg; 
- Supply voltage frequency of 50 Hz; 
- The size of 228mm 216mm 76mm 

	1-20 unit
	20-50 unit
	50-100 unit
	100-150 unit
	150-200 unit

	3500€
	3400€
	3300€
	3000€
	2900€


Optical measuring ozone IKO-5 and IKO-50 
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Measurement of ozone in the air "IKO" is designed to measure the mass concentration of ozone in gaseous media.

-Measurement Range IKO-5 0-9,99 mg/l up to 0,01 mg/l

Measurement Range IKO-50 0-99,9 mg / l up to 0,1 mg/l

Weight 0,7 kg

Dimensions 250 x 100 x 60 mm

Measurement of ozone in gaseous medium "IKO" is designed to measure the mass concentration of ozone in gaseous media, transparent to UV radiation in laboratory and industrial conditions. Measurement of ozone in the gaseous medium "IKO" is an automatic device of continuous operation. The design of the meter "IKO" consists of

    * Source of ultraviolet radiation (UV radiation);

    * Receiver of UV radiation;

    * Microprocessor

    * Power supply;

    * Digital display.

Measuring ozone is based on the principle of optical absorption by ozone contained in the gas, the UV radiation in the region 240-300 nm. Information about the concentration of ozone dissolved in the gas, reflected on a digital display in mg / L in real time.

All of these specifications provides ease of use the meter, its small size as well as direct readout natsifrovom display in real time.

Design brought to industrial production. Possible development of measuring higher concentrations.
	1-20 unit
	20-50 unit
	50-100 unit
	100-150 unit
	150-200 unit

	900€
	850€
	800€
	750€
	700€
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Optical measuring ozone IKOZH-5


Designed to measure the concentration of ozone in gaseous and liquid media 
- Dimensions 250x100x60 mm 
- Weight 0,7 kg 
- Measuring range 0-99,9 mg / l
- Measuring flow 2 l/min

Measurement Range, mg / l with an accuracy of 0,2 0-99,9 
Weight, kg 0,7 
Dimensions, mm 250h100h60 
Measurement of ozone in the liquid medium "IKOZH-5 is designed to measure the mass concentration of ozone in liquid media, transparent to ultra violet rays of laboratory and industrial conditions. Measurement of ozone in the liquid medium "IKOZH-5" is an automated device of continuous operation. Measurement of ozone in the liquid medium "IKOZH-5 consists of: 

     * Source of ultraviolet radiation (UV radiation); 
    * Optical cell (quartz cuvette 10x10 mm); 
    * Receiver of UV radiation; 
    * Microprocessor 
    * Power supply; 
    * Digital display. 
Design brought to industrial production. Possible development at higher concentrations.
	1-20 unit
	20-50 unit
	50-100 unit
	100-150 unit
	150-200 unit

	900€
	850€
	800€
	750€
	700€


1

